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VIC C1S™ 
INSTALLATION INSTRUCTIONS

VIS C1S - 4.5 cm (1.77”)

VIS C1S - 6 cm (2.36”)

Last  updated: 12/10/24
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VIC C1S™ 
INSTALLATION INSTRUCTIONS

General installation and maintenance directives concerning factory 
guarantee. Connecting and testing the lamps must always happen by an 
acknowledged electrician according to the locally applying regulations on 
electric installations. Do not place on a flammable surface. All class I lamps 
must be earthed in the cable clamp marked with a -sign. Class II lamps 
may not be earthed. Disconnect from the main supply when fitting lamp or 
changing bulb. 

tossB reserves the right to alter materials, dimensions and characteristics 
without prior notice. This documentation replaces all previous 
documentation. Read the installation-instructions carefully. Our general 
terms and conditions shall apply notwithstanding any stipulation to the 
contrary to all the orders and agreements with tossB. You can obtain a 
copy of these conditions on demand. 
Product documentation © tossB 2022. All rights reserved.
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1. cut  a hole
2.  connect to the  driver - 4W 350mA
3.  bend the springs together and insert them in the hole

LED specifications: 4W - 350mA

red +
black -
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must be earthed in the cable clamp marked with a -sign. Class II lamps 
may not be earthed. Disconnect from the main supply when fitting lamp or 
changing bulb. 

tossB reserves the right to alter materials, dimensions and characteristics 
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1. cut  a hole
2.  connect to the  driver - 4W 350mA
3.  bend the springs together and insert them in the hole

LED specifications: 4W - 350mA
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VIC C1S - 4.5 cm: Ø40 MM (1.57”)
VIC C1S - 6 cm: Ø50 MM (1.96”)
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Cut Hole Sizes:


